P
»

Switch Inspection Report/ Semi- Annual

inline 1 2 Yard WOH B/O ')Dc} d’ 7
Date_/6 —-/9"-_’/"? Inspection Crew ﬂ /A 2 4 /M
1. Location:
2. Switch ID#E@E
3. Facing Trailing Flagman
Rail Points 16. Non-Adjustable
4. Paintto Point S l S Y R r@
5. Point Condition
(g R Switch Rods
6. Paint Throw Nothing less than 4” or greater than 17. Front Rod
5”7 Min 3 % “on house top point protector i RON/A
N q R 18. #1 Rod (Basket Rod)
Pomtopen QY R N/A
;9 19. #2 Rod
g t O Y R N/A
20. #3 Rod
9. neraICondltlon of the points S Y RU/A
21. #4 Rod
S Y R
Gage 22. Closure Rail
"1, Heel of Switch 3 S/Y R @'
a. Main é ¥ 23, Aurface Rall

b. Turnout_$ =% 7%"
11. Gage ahead of Bend S(:. ,’2
Must not be less than 56” or mare than 57" for “S’

12. Heel Spread in Inc}pﬁ
Main

a.
b. Turnout & ‘Vg

?

Stock Rail '

4. Bend @Y R
5. Conditior Y R
Bolts

6. Loose !I\___)N/A
7. Missing. > N/A

Rivets
8. Loose b
9. Missing

10. Cotter Pins Missing ( > N/A
11. Jam Nuts Lgese N/A
12. Washers Broken Missing

13 _Standard Joints
~s/Y R N/A

14. Switch Plates
9 R N/A
15.®dstable Braces

R N/A

Remarks on Page 3

Y R N/A

Using a 62" Cord

S=Upto 1” Max allowed Sp=ed

Y=1"to %" Maxallowed 1 1/2 “ 40 MPH
R=11/2"TO 3 12 MPH Greaatar than 1 %" Out
of Service

24, Heaag Block Tlc~
s@r Reploe “‘)&

25. Switch AdJUSLmEHt
Yes @

26. Lubrication

Oﬁ\) Dry

witch Target/ Lamps

0K Missing

28. a_tc_hes
Missing /

N/A
29 -kacks

QK) Missing

aneral Condition

SN R

31. Insulated Joints

G

2T

N/A
30



i ' Frog Inspection Report/ Semi- Annual

nline 1 2

inli Yard _ _wo# - M 7
Date_/0—/ ?r{/? Inspection Crew %//‘“(’ 4 o i

1. Location:
2. Switch Dbk Y ~
3. Facing D Trailing

44. Frog Tread N Y R
R SY R
45. Frog Number # @
46, Frog Point Condition
47, ndition of Frog
G

48. § trface of Frog
S

49. Throat in Inches i

50. Flangeway Depth_

Flangeway Depth must not be less than 1/2”

i
2€

51, Main Track 5?3 S;?
52. Turnout Track Sé ’f/z__
Gage must not be less than 56” for any Class

Guard Rails
53. Guard Rail Gage N 5‘/)’-2 RS Y/"\( N/A
Guard Rail Gage must be less than 5’-1 3/8

54. Backto back N SR ?‘(./ R.EA /
Back to Back must be !ess than 53 1/8

55z ndition
Y R

56. Location of Guard Rail { Relation to Point)

(v r

Guard Rail Clamps
57. Main Track
S YR /A

58. Turnout Track

Class 1 Gage 56" to 57 %"
Mare than 57 1/2 “ Out of Service
i
Ciass 3 Gage 56" to 57"
More than 57" to 57 44" downgrade to

Class 2 and getsayY

Remarks on page 3

Flagman

Turnout Ties
59. Conditions

(SHYY R N/A
60. HFil Movement
@Y R N/A

Tie Pl
61. Lead
(S)Y R N/A
62. Guard Rail Flangew,
s)Y R N ﬁ} R -
Guard Rail Flangeway cannot-be less 112"
63, ,Guard Rail Plates

ates

Y R N/A
61-Frog Plates

Y R N/A
Bolts
65. Loose D M/A
66. Missing_. > M/A
Rivets
_— o,
67. Loose w
68. Missing Mt
69. Muts Missing O N
70. Cotter Pins-hdissing D@

71.

| [ —
Washers &L@roken Missing

72; old Down Devices
Y R N/A

73.

74.

75.

Spring Housing.

S v Q@y

Derails —

S Y RN

Maximum difference in any 31" in Cross Level on

the siding from the Frog Point to 50" beyond last

Jogg tie

K ) Difference

@mdition of Line thru entire turnout
) R



' Remarks

Jtch # qq"/ﬁ Date /0 v F~/)wok__ /G PA j’ 7

S J[ond=x Sereld

J 4
faUJ,b_nL‘(!& W C’ma.;,ﬁ[p %3

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks
S All'items inspected are in compliance

Y Attention needed

R Imitate attention
Reviewed by: W Date: /M//)
=g (7 W f




Switch inspection Report/ Semi- Annual

wott 310 709

inline 1 @ Yard

Date_JO-3)-17 Inspection Crew M Roses 7 SeHiswse S Se

1. Location:

2. Switch IDH _ &8 —~{

3. Facing Trailing A

Flagman G Lay

Rail Paints .
4. PointtoPoint 5t Y%
5. Point Condition
S R
6. Point Throw Nothing less than 4” or greater than
5” Min 3 % “on house top point protector
N A% R 4%
7. Pointopening

N A% R a7

Fit
(vr

9. General Condition of the points
(v r

Gage
“N. Heel of Switch

" a. Main S0 4
b. Turnout 5% /4
11. Gage ahead of Bend *5‘&"?/3
Must not be less than 56" or more than 57” for “S”
12. Heel Spread in Inches
a. Main Y4
b. Turnout_ o

8.

Stock Ralil

4. Bend (DY R

5. Condition@ Y R
Bolts

6. Loose o N/A
7. Missing___© N/A
Rivets

8. Loose 9 N/A

3. Missing D N/A
10. Cotter Pins Missing ) N/A
11. Jam Nuts Logse > N/A
12. Washers (Of) Broken____ Missing____
13, Standard Joints
A Y R WA
14. Switch Plates
©Y R N/A
15. Adjustable Braces
@Y R N/A

Remarks on Page 3

16. Non-Adjustable
S Y R
Switch Rods
17. Front Rod
Y R N/A
18. #1 Rod (Basket Rod)
IS Y R N/A
19. #2 Rod -
Y R N/A
20. #3 Rod

’(.53’@5 W T,

21, £4 Rodyys

(3 OF W

22, Closure Rail
@ v RN/
23. Surface Rail
@ Y R N/A
Using a 62" Card
S= Up to 1" Max allowed Speed
Y=1"to %’ Max allowed 1 1/2 * 40 MPH
R=11/2"T0O %" 12 MPH Greater than 1 %” Out
of Service
24. Head Block Ties
(9 v R
25, Switch Adjustment
Yes

26. lbricg?ion
Dry

27. Switch Target/ Lamps
OK  Missing

28. Latches

% Missing  N/A
29, Locks

@ Missing N/A
30. General Condition

Y R
31. Insulated Joints
Y R



Frog Inspection Report/ Semi- Annual

:“nline 1 (—D Yard

woit 3/ 1809

Date to-él-l‘! Inspection Ccrew M 1%“ gg]}_j&ﬁlf‘gi&? S Sk

1. Location: N AVE

2. Switch IDE DB ~{

3. Facing Trailing ¥ Flagman__ (o LAM

44, FrogTread N & v R
R ® YR
45. Frog Number # 1%
46. Frog Point Condition
QYR
47. Condition of Frog
Y R
48. Surface of Frog
® v R
49. Throat in Inches 3%
50. Flangeway Depth 1 ™4

Flangeway Depth must not be less than 1/2”

!
!

=11
51. MainTrack_ $s0Y®
52. Turnout Track S 73

Gage must not be less than 56" for any Class

Guard Rails
53. Guard Rail Gage N $4%. R S« % N/A
Guard Rail Gage must be less than 54 3/8”
54. Backto back N Sz% RS2%  N/A
Back to Back must be less than 53 1/8”
55. Condition
Qv R
56. Location of Guard Rail ( Relation to Point)

VY R

Guard Rail Clamps
57. Main Track

(?Y R N/A
58. Turnout Track
OREL: N/A

Class 1 Gage 56" to 57 4"
Mare than 57 1/2 “ Out of Service

Ciass 3 Gage 56” to 57"
More than 57” to 57 %4” downgrade to

Class2 andgetsa Y

Remarks on page 3

Turnout Ties

59

60

. Conditions
Y R N/A
. Rail Movement

S Y R N/A

Plates

Tie
61

62.

63.

. Lead

Y R N/A
Guard Rail Flangeway
S Y R N_/Ye R
Guard Rail Flangeway cannot be less 11"
Guard Rail Plates

Y R N/A

i \T/y,

64, Frog Plates
Y R N/A

Bolts

65. Loose e M/A

66. Missing o M/A
Rivets

67. Loose ® N/A
68. Missing = N/A
69. Nuts Missing @ MN/A
70. Cotter Pins_Missing _© N/A
71. Washers Broken Missing

72. Hold Down Devices

@ Y R N/A

73. Spring Housing

SYR@

74. Derails

s Y RQA/MBD

75. Maximum difference in any 31" in Cross Level on

the siding from the Frog Point to 50” beyond last
long tie
@ Difference

76. Condition of Line thru entire turnout

Y R



Remarks

ftche @@ —f Datel@=R (~]qW0 #__BDIOTBOR

/[ Reites ?’

Fg Koy  pMCho CLACLKIG PH <Tw. £5 .01
3 /0 [LoOSE Scrsw Spikes :

JO (oosE SCAEW SPIKES

TEeRD (o] 7Y bowo

All rules comply with the MTA Fled Guide far Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks
S Allitems inspected are in compliance

Y Attention needed

R Imitate attention /
Reviewed by: ﬂM Date: ([// 7
U "1



Switch tnspection Repart/ Semi- Annual

inline 1 @ Yard

wWo# 3107973

e

Date_10~3i-i7 Inspection Crew M RLunes TSG—HISLEQ S SELL

1. Location: N /AI/E
2. Switchip#_ Sl=/

3. Facing Y Trailing

Rail Points _
4. Pointto Point S ¥Yj¢
5. Point Condition

£ R

6. Point Throw Nothing less than 4” or greater than

5” Min 3 % “on house top point protector
N 47 R 47
7. Point opening
N Ky R S
8. Fit
Ovr
9. é)inerm Condition of the points
R

Gage
’) Heel of Switch

a. Main «5-9 l/')/

b. Turnout_ Sb %
11. Gage ahead of Bend___ 3¢ %,
Must not be less than 56" or more than 57" for “S”
12. Heel Spread in Inches

a. Main (7

b. Turnout G %

Stock Rail

4, Bend Y R

5. Condition Y R
Bolts

6. Loose 0 N/A

7. Missing o N/A

Rivets
8. Loose o N/A
9. Missing Je) N/A
10. Cotter Pins Missing @ N/A
11. Jam Nuts Loose o) N/A
12. Washers @ Broken Missing
13, Standard loints

'@y R N/A
14. Switch Plates

Q@Y R N/A
15. Adjustable Braces

Y R N/A

Remarks on Page 3

Flagman (o (A

16. Non-Adjustable

SYR@)

Switch Rods
17. Front Rod

S) Y R N/A
18. #1 Rod (Basket Rod)
Y R N/A
19. #2 Rod -
(5) Y R N/A
20. #3 Rod
Y R N/A
21. #4 Rod
Y R N/A
22. Clasure Rail
Y R Tég'
23 Surface Rail
Y R N/A
Using a 62" Cord
S= Up to 1” Max allowed Speed
¥Y=1"to 14” Max allowed 1 1/2 40 MPH
R=11/2"TO %" 12 MPH Greater than 1 %" Out
of Service
24. Head Block Ties
S @ R
25. Switch Adjustment
Yes

26. brigﬁ)on
27. Switch Target/ Lamps
OK  Missing {5\

28. Latches
Missing N/A
29. Locks
0 Missing M/A
30. General Condition
Y R

31. Insulated Joints

@‘YR



Frog Inspection Report/ Semi- Annual

hline 1 (2) Yard

wWo# _ 3107973

Date_ /0 =2 (=17 Inspection Crew M i%l_c.ﬂ&i TSCHLSLEP_ SSEL(_

1. Location: M Ave
2. SwitchiD# -4
3. Facing X Trailing

Flagman G’ LAM

44. FrogTread N (D ¥ R
RO Y R
45, Frog Number # =)
46. Frog Point Condition
sOR
47. Condition of Frog
® v R
48. Surface of Frog
Y R
49, Throat in Inches 24

50. Flangeway Depth /A

Flangeway Depth must not be less than 1/2”

-_ge
51. Main Track 52 Ya
52. Turnout Track__ S ¢/d4

Gage must not be less than 56” for any Class

Guard Rails
53, Guard Rail Gage N 3% % R S%  N/A
Guard Rail Gage must be less than 54 3/8”
54. Backtoback N sz% R Sz% N/A

Back to Back must be less than 53 1/8”
55. Condition

Y R

56. Location of Guard Rail ( Relation to Point)

@YR

Guard Rail Clamps
57. Main Track
Qv r N/A
58. Turnout Track
Qv r N/A

Class 1 Gage 56” to 57 %"
Mnare than 57 1/2 “ Out of Service

Class 3 Gage 56” to 57"
More than 57" to 57 4" downgrade to

Class 2 and getsa Y

Remarks on page 3

Turnout Ties
59. Conditions

® Y R N/A
60. Rail Movement
& Y R N/A
Tie Plates
61. Lead
Y R N/A

62. Guard Rail Flangeway »
Dy RN 1% Rrl%7
Guard Rail Flangeway cannot be less 1 %"
63. Guard Rail Plates

® Yy R N/A
64, Frog Plates

® Y R N/A
Bolts
65. Loose © N/A
66. Missing o N/A
Rivets
67. Loose o N/A
68. Missing o N/A
69. Nuts Missing o N/A
70. Cotter Pins Missing _ @ N/A
71. Washers@ Broken Missing

72. Hold Down Devices
®© Y R N/A
73. Spring Housing
S Y R
74. Derails
s Y R
75. Maximum difference in any 31" in Cross Level on
the siding from the Frog Point to 50” beyond last
long tie
Difference
76. Condition of Line thru entire turnout

@v R



Remarks

Jitch # Qi-{ Date /0-3/~i7 wo#_ 3101973

[ KOTREP MACNWE Tic, KEep doks NpT u/oeé bup

7o pHecn Seeias (K 5d fom Nowd e

JRAND THOO Abr BEQT

STR SToCk PAIC Micko (Ceacrive

_2Y cveSE Seraw Jpsse

id

74 "
THLOAT critppan ovr 7ebx 2% tx ¥y w

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006
All rules are class 3 for Mainline track and class 1 for Yard Tracks
S All items inspected are in compliance _

Y Attention needed

R Imitate attentioM l
Reviewed by: Date: \L\

&




Switch Inspection Report/ Semi- Annual
inline L__U 2 Yard wok 410798735
Date /0=3i-17 Inspection Crew M/%L_LHQA ] Scrisuzr G LAk SSerc

1. Location: A[ AV!E

2. SwitchID§ _9/-3

3. Facing Trailing X Flagman GLA‘{
Rail Points 16. Non-Adjustable
4. Point to Point Sl S Y R@
5. Point Condition

@ Y R : Switch Rods

6. Point Throw Nothing less than 4” or greater than 17. FrontRod .

5" Min 3 J2 “on house top point protector
N 4R R A48
7. Point opening
N < R__ S
8. Fit
YR
9. General Condition of the points

QYR

Gage
10. Heel of Switch
b a. Main L%
b. Turnout_ S( 34
11. Gage ahead of Bend__  S¢ 3/9
Must not be less than 56” or more than 57" for “S”
12. Heel Spread in Inches

a. Main (o %f
b. Turnout ng/ﬁ
Stock Rail

4 Bend @V R
5. Condition@Y R

Bolts
6. Loose [9) N/A
7. Missing O N/A

Rivets
8. Loose o N/A
9. Missing O N/A
10. Cotter Pins Missing o N/A
11. Jam Nuts Loose © N/A
12. Washers @ Broken Missing_
13. Standard Joints

}@Y R N/A
14. Switch Plates

©v R n/A
15. Adjustable Braces

RY R N/A

Remarks on Page 3

Y R N/A
18. #1 Rod (Basket Rod)

@YRN/A

19.7#2 Rod -

G Y R N/A
20 M3 Rod

S Y R(N/
21. #4 Rod
s v R @
22. Closure Rail
(@ v R N/A
23. Surface Rail
(9 v R N/A
Using a 62" Cord
S=Upto 1" Max allowed Speed
Y=1"to %" Max allowed 1 1/2 “ 40 MPH

R=11/2"TO 3" 12 MPH Greater than 1 %" Cut

of Service
24. Head Block Ties
@ Y R
25. Switch Adjustment
Yes &)
26. Lubrication
oK
27. Switch Target/ Lamps
OK  Missing
28. Latches
Missing_ N/A
29. Locks
@ Missing M/A
30. General Condition
®@ VY R
31. Insulated Joints
Y R



Frog inspection Report/ Semi- Annual

inline @ 2 Yard woi _SioT9758

Date_[O-31-11 Inspection Crew M POLLAPJS/I_ SclatER S SelL

1. Location: ’\( ‘41/
2. Switch ID# -3

3. Facing Trailing ¥ Flagman G LAY
44, Frog Tread N 8 v R -

R A 59. Conditions
45. Frog Number # % '

Y R N/A

6. . >
6. Frog Point Condition 60 Rail Movement

’ ©
S} Y R N/A
47. Condition of Frog /
® v R Tie Plates
48. Surface of Frog 61. Lead
G v R ., (v R NA
48. Throat in Inches 5/% 62. Guard Rail Flangeway _
50. Flangeway Depth ! B @ Y R N IV R 1%
Flangeway Depth must not be less than 1/2" Guard Rail Flangeway cannot be less 1 %"

63. Guard Rail Plates

e
= Y R N/A

51. Main Track SG/ @ o

64. Frog Plates

52. Turnout Track__ 56 %«
SS Y R N/A
Gage must not be less than 56” for any Class O /

Guard Rails Bolts
e - . 65. Loose ) N/A
53. Guard Rail Gage N_S% % RS N/A 65, Missi (‘?; A
= 1Y 24 /
Guard Rail Gage must be less than 54 3/8” °
54, Backto back N_S52%p R s ZLN/A Rivets
Back to Back must be less than 53 1/8” 67. Loose o N/A
55, Condition 68. Missing ) N/A
QYR 69. Nuts Missing o) N/A
56. Location of Guard Rail { Relation to Point) 70. Cotter Pins Missing _ © N/A
@ Y R 71. Washers @Broken Missing
, 72. Hold Down Devices
Guard Rail Clamps @ Y R N/A
57. Main Track . .
73. Spring Housing
Y R N/A S R
58. Turnout Track ) L —
@ Y R N/A 74. Derails
S Y RN

75. Maximum difference in any 31" in Crass Level on

Class 1 Gage 56" to 57 12" ‘ ’
the siding from the Frog Point to 50" beyond last

More than 57 1/2 “ Out of Service

| long tie
/4 .
v.aSs 3 Gage 56" to 57 @ Differance
More than 57” to 57 %" downgrade to 76. Condition of Line thru entire turnout

@ vr

Class 2 and getsa Y

Remarks on page 3




-3
E

Remarks

jitch # ?/“3 Date / ©~3/-17 WO #

3107975

PtTTEO Troc. PQHJT

SHELILG o1 Forw 7

3 Coose FRoe Rocre

L Botresr 12 Tiusses

89 toose Sewsew Spicec

STR ST LhiL Hicho Ceacknst

All rules comply with the MTA Fled Guide for Track Inspections updated April 2006

All rules are class 3 for Mainline track and class 1 for Yard Tracks

S All items inspe

cted are in compliance

Y Attention needed

R Imitate attenti

Reviewed by:

Date: // //’//A\

vk



